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System 3000® Specifications

All modular panel system components shall
originate from ISO 9000, ISO 9001, or ISO
9002 registered facilities. KI SYSTEM 3000
MEETS OR EXCEEDS THE REQUIRED
ANSI/BIFMA X5.6-2003 PANEL SYSTEMS
TESTS.

UL Listed
System 3000® panels are Listed to applica-
ble U.S. and Canadian safety standards and
requirements by Underwriters Laboratories
Inc. Two of the standards used to evaluate
System 3000® are UL 1286, Office
Furnishings and UL 723, Standard Test for
Surface Burning Characteristics of Building
Materials.

PANELS AND ACCESSORIES

A.  Fabric Acoustical Panels
1.  Product Offering - The panel shall be
offered in heights of 32”, 42”, 48”, 54”, 62”,
66”, 72” and 80”. The  panel widths offered
shall be 12”, 18”, 24”, 30”, 36”, 42”, 48”,
54” and 60”. The panel shall be offered in a
non-powered and powered version. The
panel shall be 21-1/2” thick.
2.  Panel Construction

a.  Fabric Panel Core - The panel core
shall consist of a galvanized steel frame
made from roll-formed steel “U” channels
around the perimeter of the panel, two steel
reinforcement gussets on each corner and an
expanded steel skin. The “U” channels shall
be positioned so the open side is towards
the frame perimeter permitting easy cable
access. The frame, gussets and skin shall be
resistance welded to form a rigid structural
unit. On all panels wider than 42”, a third
vertical support member shall be resistance
welded to the frame. The panel shall receive
its acoustical properties by the use of two 1”
sheets of high density fiberglass separated
by an aluminum septum. This fiberglass/alu-
minum acoustical barrier shall be enclosed
within the steel panel frame and 20-gauge
expanded metal sides. The fabric panel shall
be tackable with the use of “T” pins.

b.  Panel Raceway - The raceway shall
consist of the following components:

(1)  Raceway Pan - A 14-gauge gal-
vanized steel pan shall run the width of the
panel and form a third horizontal structural
cross member. Two threaded steel nuts shall
be attached to the raceway pan for attach-
ment of glides. The raceway pan shall allow
for the attachment of the interlocks, glides,
support housings and spring clips.

(2)  Support Housing - Two fiber-
glass filled, structural nylon support hous-
ings shall be included in each panel. The
support housing shall provide rigidity to the
panel assembly and support each end of the
panel.

(3)  Interlock Block - The base of
each panel side shall contain an interlock
block. The interlock shall be made from
either die cast aluminum or die cast zinc.
The interlocks of one panel shall mate with
interlocks of adjacent panels providing later-
al support and uniform height.

(4)  Glide - The glides shall provide
for 3-1/2” of vertical adjustment. Each panel
shall contain a minimum of two glides.

(5)  Raceway Covers - The raceway
covers shall be offered in a powered and
non-powered version. They shall be made of
22-gauge powder-coated steel and shall be
4” high. The powered version shall contain
openings for the use of U.S. standard recep-
tacles. These openings shall have an injec-
tion-molded bezel to cover the opening when
receptacles are not being used. Raceway
covers shall be secured with a rooftop latch
and spring clips at the bottom.

(6)  Data Raceway Covers - The race-
way covers shall be the same construction as
the standard raceway covers but will have a
data access opening to accommodate a data
faceplate and modular jack. One opening
shall be available on 12”-60” wide non-pow-
ered panels or two openings on 18”-60”
wide panels. The opening(s) shall be located
near the center of the cover. One opening
shall be available on 24”-60” powered pan-
els or two openings on 36”-60” panels. Data
faceplates and modular jacks must be
ordered separately by the customer.

c.  Panel Trim Rails - The panel trim rail
shall be made of extruded aluminum. The
trim rail shall be secured by sliding the rail
onto pre-formed flanges extending the entire
length of the vertical ends of the panel and
fastened with screws. The trim rail shall be
slotted to allow for the placement of hang-on
components in 1” vertical increments.

d.  Trim on Panel
(1)  Top Cap - All panels shall have a

top trim cap with trim color permeating
throughout the entire part with textured sur-
face to hide fingerprints. Paint or surface
coatings are not permitted. Installation of the
top cap shall be a press fit without the use of
tools. The top cap shall extend the full length
of the panel top and shall be joined to the
adjacent top cap by a top cap sleeve.

(2)  Panel-To-Panel Connectors -
The panel-to-panel connector must be uni-
versal for simplicity in specification and
inventory. Panels shall be joined by a full
height extruded polypropylene hinge. The
hinge shall attach one panel to the next by
sliding into pre-formed slots on the panel
trim rail. This same hinge shall be used to
secure panels to corner posts, “T” posts and
wall mount.

e.  Upholstery - Fabric shall be held in
place by an elastic extruded spline rolled
into the welting groove on the panel vertical
and horizontal members. The fabric shall be
field replaceable.
3.  Acoustical Properties - The modular
office systems acoustical properties will have
been tested at independent laboratories
using random production samples. The
acoustical properties shall be determined by
using three different testing procedures.

a.  Noise Reduction Coefficient (Test
Method ASTM C-423) - The standard
acoustical panels shall have an NRC rating
of at least .80.

b.  Speech Privacy/Noise Isolation Class
(NIC) - The modular office system shall have
an NIC barrier ranking of 21 at a distance of
7’. The modular office system shall have an
NIC flanking rating of 22 at a distance of 12’.

c.  Sound Transmissions Classification
(STC) (Test Method ASTM-E-90 and E413) -
The modular office system shall have an STC
rating of 23 or higer.
4.  Cable Management Capabilities of
Straight Panels - Each straight panel shall
allow cable management access around the
entire perimeter of the panel. Separation of
communication and power cables into top
and bottom raceways shall be accommodat-
ed. Capacity shall be up to 40 (25 pair)
cables. Complete perimeter cable manage-
ment must be incorporated as a standard
feature of each straight panel.

B.  Curved Fabric Panels
1.  Product Offering - The panels shall have
a radius of 24” and be available in heights of
32”, 42”, 48”, 54”, 62”, 66”, 72”, and 80”.
2.  Construction

a.  Panels shall be 2-1/2” thick con-
structed of a metal and wood frame, alu-
minum septum and fiberglass sandwiched
between radius plywood skins, covered with
fiberglass and fabric. The panels shall blend
aesthetically with straight panels.

b.  Raceway Construction - This assem-
bly shall include a steel raceway pan and
include support housings, aluminum die cast
interlocks with 3-1/2” adjustable glides, with
4” high steel raceway covers.

C.  Glazed Panels
1.  Product Offering - Glazed panels shall be
offered in 24”, 30”, 36”, 42” and 48” widths
and in 54”, 62”, 66”, 72” and 80” heights
and shall be available in a non-powered and
powered version.
2.  Construction

a.  Panel shall consist of 1/4” bronze or
clear tempered glazed surrounded by pow-
der-coated aluminum extrusion frame and
shall be 2-1/2” thick. The trim of the glazed
panel is identical to the acoustical panel.

b.  The cable capacity shall be the same
as in the fabric panels.

D.  Curved Glazed Panels
1.  Product Offering - Curved glazed panels
shall be offered in 24” radius and 54”, 62”,
66”, 72” and 80” heights. The panels shall
be available in a non-powered version and a
powered pass-through version.
2.  Construction - Panels shall consist of
1/4” bronze or clear, curved plexiglass sur-
rounded by a powder-coated aluminum
extrusion frame. The trim of the glazed panel
shall be identical to the acoustical panel.

E.  Half Glazed/Half Fabric Panels
1.  Product Offering - Panels are offered in
the same sizes as the full glazed panels.
2.  Construction

a.  The panel shall be a combination of
the same materials used to build the glazed
panel and standard acoustical panel.

b.  The cable capacity shall be the same
as in the fabric panels.

F.  Half Open/Half Fabric Panels
1.  Product Offering - Panels will be offered
in the same sizes as the glazed panel offer-
ing.
2.  Construction

a.  The construction of the half open
frame/half fabric panel shall be identical to
the half glazed/half fabric panel with the
exception that the glaze is removed and the
groove for the glaze is filled.

b.  The cable capacity shall be the same
as in the fabric panels.

G.  Door
1.  Product Offering - Panels doors are avail-
able in 36” and 42” widths and 80” height to
provide visual and acoustical privacy.
2.  Construction

a.  The construction of the door shall be
corrugated cardboard honeycomb wrapped
by hardwood stiles, MDF rails, faced with
hardboard and covered with high-pressure
laminate. The frame shall be powder-coated
aluminum to match panel frames.

b.  The door is available non-locking or
locking.

H.  Wall Mounts
1.  The panel system shall allow for fastening
a panel run to a wall. The wall mounts shall
consist of an aluminum extrusion to allow
for panels to be attached to the existing
building walls. A panel shall be secured to a
wall mount with a  universal panel hinge.
Method of attachment to the existing build-
ing depends on the existing wall construc-
tion.

I.  Adjustable Wall Mounts
1.  The adjustable wall mounts shall consist
of an aluminum extrusion along with 1/8”
thick cork/rubber washers enclosed in a steel
“U” channel to allow panels to be attached to
existing building walls. This unit has a total
adjustable depth of 5/8” in 1/8” increments.
Method of attachment to the existing build-
ing depends on the existing wall construc-
tion.

J.  90° Corner Post Trim
1.  Product Offering - Trim shall be offered
upholstered and unupholstered.
2.  Construction

a.  The modular office system shall
include a 90° corner post trim whenever
panels are joined at 90°. This corner post
trim shall consist of an inside extrusion
offered in the same colors as the panel trim.
An outside extrusion shall snap into the
inner extrusion and be available unuphol-
stered and upholstered. The 90° corner post
trim shall have a molded top available with
veneer wrap and molded bottom cap in order
to aesthetically connect with the panel top
caps and the raceway covers. The corner
post shall be attached to adjacent panels
with the universal panel hinge.
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K.  Variable Height Corner Post Trim
1.  Product Offering - Trim shall be offered
upholstered and unupholstered.
2.  Construction

a.  The modular office system shall
include a variable height corner post when-
ever two panels of different heights meet in
T-conditions. The variable height corner post
consists of an inside extrusion offered in the
same colors as the panel trim. An outside
extrusion shall snap into the inner extrusion.
The variable height corner post trim shall
have a molded top cap and molded bottom
cap in order to aesthetically connect with the
panel top caps and the raceway covers. The
corner post shall be attached to adjacent
panels with the universal panel hinge.

L.  60° Corner Post Trim
1.  Product Offering - Trim shall be offered in
upholstered style only.
2.  Construction

a.  The modular office system shall
include a 60° corner post trim whenever
panels are joined at 60°. Components are
identical in concept as the 90° corner post
trim and shall be fastened to adjacent panels
with the universal panel hinge.

M.  45° Corner Post Trim
1.  Product Offering - Trim shall be offered in
upholstered style only.

2. Construction
a.  The modular office system shall

include a 45° corner post trim whenever
panels are joined at 45°. Components are
identical in concept as the 90° corner post
trim and shall be fastened to adjacent panels
with the universal panel hinge.

N.  T-Post Trim
1.  Product Offering - Trim shall be offered in
upholstered and unupholstered.
2.  Construction

a.  The modular office system shall
include “T” post panel trim whenever three
panels are joined forming a “T” connection.
Components are identical in concept as the
90° corner post trim and shall be fastened to
adjacent panels with the universal panel
hinge.

O.  Variable Height T-Posts
1.  Product Offering - Trim shall be offered
upholstered and unupholstered.
2.  Construction

a.  The modular office system shall
include “T” post panel trim whenever three
panels are joined forming a “T” connection
or for 4-way conditions. Components are
identical in concept as the variable height
corner post trim and are fastened to adjacent
panels with the universal panel hinge.

P.  Panel End Caps
1.  All exposed ends of a panel run shall be
covered with a vertical trim cap. Panel end
caps shall be made with the trim color per-
meated throughout the entire part and sur-
face textured to hide fingerprints. End caps
shall be installed using a snap fit method

and require no assembly or disassembly
tools. Panel end cap lengths shall corre-
spond to panel heights. An end of run top
cap shall be included with each panel end
cap.

Q.  In-Line Variable Height Panel End
Caps
1.  All exposed ends of a panel run shall be
covered with a vertical trim cap when in-line
panels are of different heights. Panel end
caps shall be made with the trim color per-
meated throughout the entire part and the
surface textured to hide fingerprints. End
caps shall be installed using a snap fit
method and require no assembly or disas-
sembly tools. Panel end cap lengths shall
correspond to the different panel heights. An
end of run top cap shall be included with
each end cap.

R.  Two-Way Caps
1.  Injection-molded two-way top caps shall
be available for spanning the gap when pan-
els are assembled requiring a two-way cap.
The trim color shall permeate throughout the
entire part.

S.  Four-Way Caps
1.  Injection-molded four-way caps shall be
available to cover the gap that exists when
four panels are connected to each other at
90°. The trim color shall permeate through-
out the entire part.

T.  Panel Center Mount
1.  A panel center mount shall allow a panel
to be connected at 90º along an adjoining
panel at any point except directly on the
panel joint. It shall be available only to join
panels of similar height and does not allow
for the transfer of power.

U.  In-Line Fabric Spacer
1.  The in-line fabric spacer shall be in
upholstered plastic and aluminum extrusion
that is used to provide a 2-1/2” space along
a run of panels. The in-line fabric spacer
consists of two extrusions that attach to a
rigid aluminum extrusion. The bottom trim
plate and top cap are injection-molded with
color throughout. The part also includes two
polypropylene hinges. The spacer allows
panel runs to line up with each other.

WORKSURFACES AND ACCESSORIES

A.  Rectangular Worksurfaces
1.  Product Offering - The standard rectangu-
lar worksurface shall be offered in widths of
24”, 30”, 36”, 42”, 48”, 54”, 60”, 66”, 72”,
78”, 84”, 90” and 96”. The worksurfaces
shall be offered in 24” and 30” depths.
2.  Construction - Worksurfaces shall be
available in two surface types: high-pressure
laminate and reconstituted wood veneer and
four edge styles. Surface shall be construct-
ed of a 45 lb. density particleboard core. The
laminate worksurface shall consist of a high-
pressure laminate face with phenolic backer.
Laminate worksurface edges shall be
trimmed with either a vinyl edge banding,

extruded flat vinyl T-molding, or an elliptical
profile postformed front edge with color-
matched vinyl edge banding on all other
edges. Wood veneer surfaces shall have
veneer faces laminated to the core and fin-
ished with an elliptical profile solid reconsti-
tuted wood front edge with all other edges
being banded with reconstituted veneer.
3.  All worksurfaces with a flat vinyl T-edge
shall be pre-drilled for cantilever brackets
and hanging pedestals. All worksurfaces with
other edge treatments shall have threaded
inserts. Corner surfaces shall be pre-drilled
for keyboards. The 60” wide surfaces shall
have an integrated steel reinforcement to
allow adequate support for load bearing.
Worksurfaces 60” and wider shall include
additional left-hand cantilever bracket. The
worksurface shall be supported by one piece
14-guage steel cantilever brackets. These
brackets shall prevent dislodgment by the
use of an integral top bracket tooth.

B.  Curved Worksurfaces
The following curved worksurfaces shall be
available:
1.  Piano Peninsula, “P” Top Peninsula,
Shoe Peninsula, and “D” Shaped worksur-
faces.
2.  Construction - The construction shall be
identical to that specified for the rectangular
worksurfaces, with the exception that there
shall be no elliptical postformed edge or flat
vinyl T-molding edge available in the lami-
nate series.

C.  Transitional Surface
1.  The following transitional worksurfaces
shall be available: Conference End, Quarter
Round Transitional worksurfaces.
2.  Construction - The construction shall be
identical to that specified for the rectangular
worksurfaces, with the exception that there
shall be no elliptical postformed or wood
veneer edge.

D.  Mobile Surfaces
1.  The following mobile worksurfaces shall
be available: Teardrop and Semi-Circle work-
surfaces.
2.  Construction - The construction shall be
identical to that specified for the rectangular
worksurfaces, with the exception that there
shall be no elliptical postformed or wood
veneer edge.

E.  90° Corner Worksurfaces
1.  Product Offering - The 90° worksurfaces
shall be available in: Diagonal, Curvilinear,
and Dual Curvilinear options in various
widths and depths.
2.  Construction - Construction of the 90°
worksurface shall be identical to that speci-
fied for rectangular worksurfaces, with the
exception that there is no elliptical post-
formed edge available in the laminate series
when the front edge is curved. The elliptical
postformed edge shall be available on
straight edged corner surfaces. The 90°
diagonal corner worksurface will have a cen-
ter round grommet as standard with T-mold

edge. The curvilinear, dual curvilinear and
wing options will have rectangular shaped
grommets as standard.

F.  Variable Height Adjustment
Mechanism
1.  Product Offering - The variable height
adjustment mechanism mounts underneath
the dual curvilinear front worksurface and is
available in black powder-coated finish only.
2.  Construction - The construction shall be
steel construction finished in a durable black
powder coat and offers front surface height
adjustment and tilt. Height adjustment of 5-
3/4” below and 7” above worksurface. Tilt
adjustment of 9º positive and 15º negative.
Mechanism has a 20 lb. capacity spring
assist for ease of adjustment.

G.  Worksurface Vertical Fillers
1.  Product Offering - A worksurface vertical
filler shall be available to fill the gap when
one worksurface drops from the standard 29”
down to an adjacent 26” secretarial typing
height worksurface. Worksurface vertical
fillers shall be available in 24”, and 30”
widths. The height of the worksurface vertical
filler shall be 3”.
2.  Construction - The construction of the
worksurface vertical filler shall be 16-gauge
steel, powder coat painted to the trim colors
of the panel. The worksurface vertical filler
shall be attached to the worksurface through
the use of wood screws.

H.  Fully Adjustable Keyboard Tray
1.  Product Offering - The keyboard mecha-
nism shall be fully adjustable front-to-back
with tilt adjustment and storability. The tray
shall slide in and out on a ball bearing
mechanism. The adjustable tray shall rotate
359º, adjust vertically 5-1/2” and tilt 15º
down and 15º up. The mechanism that sup-
ports the keyboard pad passes all appropri-
ate BIFMA tests.
2.  Construction - The construction of the
keyboard tray shall be molded plastic with
non-skid surface and molded palm rest. The
keyboard tray shall measure 22-5/8” wide by
11” deep.

I.  Fully Adjustable Keyboard Tray
With Mouse Tray
1.  Product Offering - The keyboard mecha-
nism shall be fully adjustable front-to-back
with tilt adjustment and storability. The tray
shall slide in and out on a ball bearing
mechanism. The adjustable tray shall rotate
359º, adjust vertically 5-1/2” and tilt 15º
down and 15º up. The mechanism that sup-
ports the keyboard pad passes all appropri-
ate BIFMA tests.
2.  Construction - The construction of the
actual keyboard tray shall be molded plastic
with non-handed sliding mouse tray and
molded palm rest. Keyboard tray shall meas-
ure 21-1/4” wide by 11-1/4” deep. The
mouse tray measures 9” wide by 9” deep.
The keyboard tray and mouse tray shall be
available in black only.
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J.  Worksurface Grommets
1.  Product Offering - Circular worksurface
grommets, 2-3/4” I.D. and 3” O.D. shall be
standard on T-edge worksurfaces.
Trapezoidal shaped worksurface grommets 2-
1/2” x 6” shall be standard on 74P edge,
elliptical postformed edge laminate and
veneer worksurfaces.
2.  Construction - The worksurface grommet
shall be a two-piece molded component with
the ability to remove the top cover to allow
full access to the grommet hole.

K.  Worksurface Support Panels
1.  Product Offering - The support panels
shall be available in the following sizes: 26”
and 29” height and 24” and 30” depth.
2.  Construction - The worksurface support
panel shall be 1-1/4” thick and constructed
of 45 lb. density particleboard with high-
pressure laminate or veneer on both sides
and high-pressure laminate on one side with
fabric on the other side. The front edge of the
high-pressure laminate panel shall be either
a 74P edge or an elliptical profile postformed
edge. Wood veneer surfaces shall have an
elliptical profile, solid reconstituted wood
edge. The worksurface support panel brack-
ets shall prevent dislodgement from the trim
rail of the panel. There shall also be an 18-
gauge support bracket that attaches to the
side of the support panel and to the under-
side of the worksurface.

L.  Center Drawers
1.  Product Offering - A locking center draw-
er shall be available with a minimum size of
2-1/2” height, 16-1/2” width and 18-1/4”
depth.
2.  Construction - The center drawer shall be
molded plastic construction with molded
component trays. The drawer operates on
ball bearing slides.

M.  Countertops
1.  Product Offering - The countertops shall
be offered in widths of 24”, 30”, 36”, 42”,
48”, 54”, 60”, 66”, 78”, and 84” with a coun-
tertop depth of 16”. Countertops shall also
be available for 90º corner and curved corner
applications.
2.  Construction - Construction of the coun-
tertops shall be identical to the construction
for the rectangular worksurfaces with the
exception of the curved countertop not
offered in postformed laminate. The bracket
to support the countertops shall consist of
steel brackets and locking clips to prevent
dislodgement. The brackets are mounted on
the inside of the workstation allowing for a
4” extension over the top of the panel to
conform with ADA guidelines. The counter-
tops will also accommodate a task light.

N. Wall Track
1.  Product Offering - Wall track shall be
available to allow for hanging of components
onto an existing structural wall in the identi-
cal method as if the components were hung
on System 3000® panels available in either
66” length or 84” length.

2.  Construction - The wall track shall con-
sist of a double slotted aluminum extruded
rail with powder coat finish in the panel trim
colors.

O.  Coat Hook/Picture Hanger
1.  Product Offering - Coat hook shall be
available to allow for hanging of coats or
pictures.
2.  Construction - The coat hook shall con-
sist of injection-molded plastic available in
panel trim colors and shall be attached to top
edge before top cap is installed.

STORAGE AND ACCESSORIES

A. Regular Shelf
1.  Product Offering - The product shall be
offered in widths of 24”, 30”, 36”, 42”, 48”,
54” and 60”. The overall dimensions of the
end panels shall be 16-1/2” high and 14-
1/2” deep. The shelf depth shall be 13-1/4”.
2.  Construction - The end panels shall be
constructed of 14-gauge steel with a powder
coat finish. The end panels shall have self-
locking mounting tabs formed into the back
edge. The shelf shall be an 18-gauge steel
weldment with a powder coat finish. The
front edge of the shelf shall be an extrusion
that also provides space for a concealed
flush mount task light.

B.  Low Shelf
1.  Product Offering - The product shall be
offered in widths of 24”, 30”, 36”, 42”, 48”,
54” and 60”. The overall dimensions of the
end panels shall be 9-1/2” high and 14-1/2”
deep. The shelf depth shall be 13-1/4”
2.  Construction - The end panels shall be
constructed of 14-gauge steel with a powder
coat finish. The end panels shall have self-
locking mounting tabs formed into the back
edge. The shelf shall be an 18-gauge steel
weldment with a powder coat finish. The
front edge of the shelf shall be an extrusion
that also provides space for a concealed
flush mount task light.

C.  Overhead Cabinet
1.  Product Offering - The product shall be
offered in widths of 24”, 30”, 36” 42”, 48”,
54” and 60”. The overall dimensions of the
end panels shall be 16-1/2” high and 14-
1/2” deep. The shelf depth shall be 13-1/4”. 
2.  Construction - The construction of the
end panels and shelves of the overhead cabi-
net shall be identical to the low/regular shelf.
Door fronts shall be offered in steel, fabric,
laminate, and veneer versions with a dual
durometer extruded handle. The door front
will operate on a rack and pinion gear sys-
tem and will utilize a center lock mechanism.
The door front will store recessed inside the
cabinet with the handle exposed. The steel
door front shall be of honeycomb core con-
struction with a powder coat finish. The con-
struction of the fabric door front shall be
identical to the steel door front except that
the outer surface of the door front is covered
with fabric. The laminate door front shall be
high-pressure laminate covering a particle-

board core. The veneer door front shall be
veneer laminated to particleboard core.

D.  Steel Paper Management
1.  Product Offering - The following products
shall be available:

a.  Mounting Rail
b.  Paper Tray (in letter and legal size)
c.  Diagonal Storage Unit
d.  Vertical Storage Unit

2.  Construction
a.  Mounting Rail - The mounting rail

shall be fabricated from a powder-coated
aluminum extrusion with injection-molded
plastic end caps. The mounting rail shall
have wire management capabilities and be
attached to the panel through the use of self-
locking steel brackets. The mounting rails
shall support legal and letter size paper trays
along with diagonal and vertical storage
units.

b.  Paper Trays - The legal and letter-
sized paper trays shall have a powder-coated
steel bottom and back. The sides shall be
injection-molded and sonic-welded to the
steel bottom and back. The paper tray shall
be supported on the mounting rail using unit
support clips.

c.  Diagonal Storage Unit - The diagonal
storage unit shall consist of a three-piece
unit with a powder-coated steel bottom and
back. The front piece shall be injection-
molded and sonic-welded to the bottom.
Injection-molded and painted ABS dividers
shall be able to be used in either left or right
positions.

d.  Vertical Storage Unit - The steel bot-
tom and back of this unit shall be finished in
powder coat. The sides of injection-molded
ABS shall be sonic-welded to the steel bot-
tom and back.

E.  Plastic Paper Management
1.  Product Offering - The following products
shall be available:

a.  Tool Rail
b.  Hanging Folder Holder
c.  Paper Tray Unit
d.  Diagonal Storage Unit
e.  Vertical Storage Unit
f.  Telephone Caddy
g.  CD Holder
h.  Accessory Tray
i.  Pencil Cup

2.  Construction
a.  Tool Rail - The tool rail shall be con-

structed from a powder-coated aluminum
which shall attach to the panel. The rail shall
consist of four slots to accept paper manage-
ment components.

b.  The paper management accessories
shall be constructed of molded plastic and
shall be available in six finishes and shall
mount to the tool rail with molded hooks.

F. Shelf Dividers
1.  Product Offering - Shelf dividers shall be
offered in the same color trim as the panels.
2.  Construction - The shelf dividers shall be

powder-coated steel. Installation or removal
shall be accomplished without the use of
tools or fasteners.

G.  Tackboards
1.  Product Offering - Tackboards shall be
available in 12”, 16”, 30” and 48” heights
and in 24”, 30”, 36”, 42”, 48”, 54” and 60”
widths.
2.  Construction - The tackboard shall be
constructed of 3/4” industrial insulation
board covered with fabric. The mounted
brackets shall be steel powder-coated and
attached to the coreboard with T-nuts and
machine screws. Fabric shall be attached to
the coreboard with staples.

H.  CPU Sling
1.  Product Offering - Vertical CPU sling that
supports and stores the CPU beneath the
worksurface available with providing a 360º
swivel and 5-1/2” travel range.
2.  Construction - The CPU sling is con-
structed of a steel mounting plate with 17-
3/4” track which attaches to the underside of
the worksurface. Front and back bumpers are
included to prevent over travel. CPU sling is
held by an adjustable strap to accommodate
most computers and has positive locking
clamp. The CPU sling is finished in durable
black powder coat.

I.  Markerboards
1.  Product Offering - Markerboards shall be
available in 32” height and 30”, 36”, 42”,
48”, 54” and 60” widths.
2.  Construction - The markerboard shall be
constructed of painted aluminum framed
units with a white porcelain painted marker
surface. The markerboard surface shall be
magnetic with an eraser and markers. The
markerboards will mount in the trim rail slots
of a panel the same width as the board or to
wall track.

ELECTRICAL COMPONENTS
The factory-installed U.S. standard electrical
system supplied for the modular office sys-
tem shall be an 8-wire design. This design
consists of 4 hot wires, 2 ground wires and
2 neutral wires which provide 4 separate cir-
cuits each having a rated capacity of 20
amps.

A.  Panel Rigid Wireway
A rigid one-piece wireway shall be attached
to the raceway pan by four machine screws.
The wireway design shall allow for the snap
connection of the rigid wireway of one panel
to another through the use of rigid connec-
tion blocks.

B.  Base Infeeds
The electrical system shall permit power
infeed along the base raceway of the panel.
Base feed power shall feed into the rigid
wireway of the panel raceway through the
use of a slip connection and attach to the
rigid wireway by screws. The base feed shall
be constructed of a 6” long, 1/2” liquid-tight
flexible metal conduit that contains 8 wires
with a receptacle type design allowing for
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System 3000® Specifications

quick installation and removal. The infeed
shall be available with a left, right, or straight
configuration.

C.  Top Infeeds
The electrical system shall permit power
infeed through the top of the panel. The top
feed assembly shall consist of a 7” extruded
aluminum power pole, top cap and ceiling
trim plate and 12” flexible conduit containing
8 wires to span the ceiling with a snap fit
attachment for connection to the rigid wire-
way. The interior of the power pole shall be
divided for power and communication man-
agement.

D.  Data Top Feed
The data top feed consist of an aluminum
extruded power pole, top cap and ceiling
trim pieces but does not include power
infeed wiring.

E.  Power Pass-Through
The electrical system shall provide for a
method of passing power from one powered
panel through the raceway of a non-powered
panel and connected to the powered rigid
wireway of the next panel. This power pass
through shall attach from the one powered
panel to the next with a snap fit connection
that requires no tools for assembly.

F.  Receptacles
The receptacles for the modular electrical
system shall be made of steel and injection-
molded components which slip fit into the
rigid wireways of the panels and fasten
securely with the use of machine screws. The
rated capacity of the receptacles shall be 15
amps.

G.  Power Retrofit Kits
The electrical system shall be designed so
power can be retrofitted into a non-powered
panel in the field. This retrofit kit shall install
in the base raceway with simple hand tools
while the panels are assembled.

H.  Overhead Cabinet Task Lights
Task lights shall be available which suspend
from the shelf and overhead cabinet. The
task light shall mount flush with the under-
side of the shelf and overhead cabinet. Task
lights shall be offered in standard panel trim
colors. The task light shall have a 9’ cord.
Task lights will be available in three ver-
sions: standard high power factor ballast,
variable (high/low) high power factor ballast
and electronic ballast. All three options
include a cool white lamp. Two plastic 20”
cord managers for above and below work-
surfaces to conceal cords and cables along
the exterior of the panels are included.

I.  Countertop Task Lights
Task lights shall be available which suspend
from the underside of the countertop. Task
lights shall be offered in standard panel trim
colors. The task light shall have an 8’ cord.
Task lights shall be available in three ver-
sions: standard high power factor ballast,
variable (high/low) high power factor ballast

and electronic ballast. All three options
include a cool white lamp. Two plastic 20”
cord managers for above and below work-
surfaces to conceal cords and cables along
the exterior of the panels.

J.  Panel Mount Task Light
Task light shall be available which suspends
from panel with mounting bracket. Brackets
shall adjust horizontally to allow lights to be
hung on smaller width panels. Task light
shall be available in three sizes. The light
shall have a 9’ cord. Task light shall include
T-5 cool white lamps with electronic ballast.
An optional Chicago Code fused cord shall
be available. Brackets shall hang from
System 3000®, Wireworks and
SystemsWall® Panels.

K.  Worksurface Wire Manager
Constructed to high-quality black velcro 7.5”
wide by 2” deep. The harness is fastened to
the underside of the worksurface with pres-
sure sensitive adhesive. This manager sup-
ports cords and communication cables under
the worksurface.

L.  Electrical System Test
Requirements
The panel system, including the modular
U.S. electrical components, shall be listed to
applicable UL standards and requirements by
Underwriters Laboratories, Inc.
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System 3000® Panels
Fabric Covered Acoustical

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select base power.
NP = Non powered, no data access 
ND1 = Non powered, 1 data access-
Add $6 
ND2 = Non powered, 2 data access-
Add $14 
ND3 = Non powered, 1 data access
in both-Add $14 
ND4 = Non powered, 2 data access
in both-Add $28 
P8 = Powered, 8-wire, no data
access 
PD1 = Powered, 8-wire, 1 data
access-Add $6 
PD2 = Powered, 8-wire, 2 data
access-Add $14 
PD3 = Powered, 8-wire, 1 data
access in both-Add $14 
PD4 = Powered, 8-wire, 2 data
access in both-Add $28 

Add base power upcharge from pricing
column and data access upcharge listed
above
Data faceplate and modular jacks must be
ordered separately by customer.

Ç Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Î Select fabric color for Side 1.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

´ Select fabric color for Side 2.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

Approx.
Packaged
WeightMODEL W x H

Basic
Model

Base
Power

Trim
Color

Fabric
Side 1

Fabric
Side 2

MODEL NUMBER

|
Å

|
ú

|
Ç

|
Î

|
´

Fabric Acoustical Panels
• Panel is constructed of a metal frame, alu-

minum septum and fiberglass sandwiched
between expanded metal, covered with
fiberglass and fabric

• Panels are connected through a single
piece poly hinge

• Panel-to-Panel Power Connectors must be
specified separately

• Powered panel raceway includes four loca-
tions for power and cable access for panels
wider than 24”, 24” panel contains two
receptacle locations

• Curved, 12” and 18” wide panels are power
pass-through only

• 12” and 18” panels not recommended for
use as return panels

• Product includes complete panel assembly
with connectors (panel hinges, sleeve, side
trim rails, top cap, base raceway) plus car-
pet grippers

• Class A fire rated
• NRC rating is .80, NIC rating is 22, STC

rating is 23
• Worksurface height power access opening

is always located on right side of panel
with only one opening per side.  Power
option provides a simplex receptacle with
the bezel and access door for cables. Not
available on 32” high panel

• Power infeed must be specified separately
• Available with 1 or 2 data access openings

on non-powered panels 18”-60” wide.  12”
wide non-powered only available with one
opening.  Powered panels available with 1
or 2 openings on 36”-60” wide.  24”-30”
wide powered only available with one
opening.  Data faceplate and modular jacks
must be ordered separately by customer

• Access opening is 1.376” x 2.7” to accept
data faceplates by Avaya, Amp, Ortronics,
Panduit and Leviton

12 x 32” CFP1232 ��� �� ���� ���� 22#

18 x 32” CFP1832 ��� �� ���� ���� 25#

24 x 32” CFP2432 ��� �� ���� ���� 30#

30 x 32” CFP3032 ��� �� ���� ���� 35#

36 x 32” CFP3632 ��� �� ���� ���� 40#

42 x 32” CFP4232 ��� �� ���� ���� 45#

48 x 32” CFP4832 ��� �� ���� ���� 53#

54 x 32” CFP5432 ��� �� ���� ���� 57#

60 x 32” CFP6032 ��� �� ���� ���� 59#

12 x 42” CFP1242 ��� �� ���� ���� 24#

18 x 42” CFP1842 ��� �� ���� ���� 30#

24 x 42” CFP2442 ��� �� ���� ���� 36#

30 x 42” CFP3042 ��� �� ���� ���� 41#

36 x 42” CFP3642 ��� �� ���� ���� 47#

42 x 42” CFP4242 ��� �� ���� ���� 54#

48 x 42” CFP4842 ��� �� ���� ���� 61#

54 x 42” CFP5442 ��� �� ���� ���� 69#

60 x 42” CFP6042 ��� �� ���� ���� 77#

12 x 48” CFP1248 ��� �� ���� ���� 26#

18 x 48” CFP1848 ��� �� ���� ���� 33#

24 x 48” CFP2448 ��� �� ���� ���� 39#

30 x 48” CFP3048 ��� �� ���� ���� 45#

36 x 48” CFP3648 ��� �� ���� ���� 51#

42 x 48” CFP4248 ��� �� ���� ���� 59#

48 x 48” CFP4848 ��� �� ���� ���� 67#

54 x 48” CFP5448 ��� �� ���� ���� 75#

60 x 48” CFP6048 ��� �� ���� ���� 84#

CFP
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System 3000® Panels
Fabric Covered Acoustical

INFORMATION

Fabric Mixing
If fabric is ordered from one group on Side
One and another group on Side Two, calcu-
late list price using the following method:

Example:
Grade 2 Fabric

-Grade1 Fabric
———————-
Upcharge

Upcharge/2 = Cost for one side

Grade 1 Fabric
+Cost for one side
———————-
Combined list price

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped k.d. freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

Base
Power
add to list
price

$    434 $    446 $    458 $    472 $    496 $    110

439 451 461 477 501 115

497 513 523 543 567 101

552 568 580 602 630 104

599 617 629 653 683 108

712 734 748 776 814 116

747 771 785 815 853 120

752 776 790 820 858 126

753 777 791 821 859 130

458 470 482 498 524 110

464 476 488 504 528 115

524 540 550 572 598 101

580 598 610 632 662 104

630 648 662 686 718 108

750 774 788 818 856 116

787 811 825 857 897 120

793 817 831 863 903 126

802 828 842 876 914 130

504 520 530 550 574 110

514 530 540 560 584 115

557 575 585 607 635 101

617 635 649 671 703 104

665 687 699 725 757 108

775 799 813 845 885 116

816 840 856 890 930 120

852 878 896 930 972 126

861 887 905 939 981 130
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System 3000® Panels
Fabric Covered Acoustical

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select base power.
NP = Non powered, no data access 
ND1 = Non powered, 1 data access-
Add $6 
ND2 = Non powered, 2 data access-
Add $14 
ND3 = Non powered, 1 data access
in both-Add $14 
ND4 = Non powered, 2 data access
in both-Add $28 
P8 = Powered, 8-wire, no data
access 
PD1 = Powered, 8-wire, 1 data
access-Add $6 
PD2 = Powered, 8-wire, 2 data
access-Add $14 
PD3 = Powered, 8-wire, 1 data
access in both-Add $14 
PD4 = Powered, 8-wire, 2 data
access in both-Add $28 

Add base power upcharge from pricing
column and data access upcharge listed
above
Data faceplate and modular jacks must be
ordered separately by customer.

Ç Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Î Select fabric color for Side 1.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

´ Select fabric color for Side 2.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

Approx.
Packaged
WeightMODEL W x H

Basic
Model

Base
Power

Trim
Color

Fabric
Side 1

Fabric
Side 2

MODEL NUMBER

|
Å

|
ú

|
Ç

|
Î

|
´

Fabric Acoustical Panels
• Panel is constructed of a metal frame, alu-

minum septum and fiberglass sandwiched
between expanded metal, covered with
fiberglass and fabric

• Panels are connected through a single
piece poly hinge

• Panel-to-Panel Power Connectors must be
specified separately

• Powered panel raceway includes four loca-
tions for power and cable access for panels
wider than 24”, 24” panel contains two
receptacle locations

• Curved, 12” and 18” wide panels are power
pass-through only

• 12” and 18” panels not recommended for
use as return panels

• Product includes complete panel assembly
with connectors (panel hinges, sleeve, side
trim rails, top cap, base raceway) plus car-
pet grippers

• Class A fire rated
• NRC rating is .80, NIC rating is 22, STC

rating is 23
• Worksurface height power access opening

is always located on right side of panel
with only one opening per side.  Power
option provides a simplex receptacle with
the bezel and access door for cables. Not
available on 32” high panel

• Power infeed must be specified separately
• Available with 1 or 2 data access openings

on non-powered panels 18”-60” wide.  12”
wide non-powered only available with one
opening.  Powered panels available with 1
or 2 openings on 36”-60” wide.  24”-30”
wide powered only available with one
opening.  Data faceplate and modular jacks
must be ordered separately by customer

• Access opening is 1.376” x 2.7” to accept
data faceplates by Avaya, Amp, Ortronics,
Panduit and Leviton

12 x 54” CFP1254 ��� �� ���� ���� 28#

18 x 54” CFP1854 ��� �� ���� ���� 35#

24 x 54” CFP2454 ��� �� ���� ���� 41#

30 x 54” CFP3054 ��� �� ���� ���� 48#

36 x 54” CFP3654 ��� �� ���� ���� 55#

42 x 54” CFP4254 ��� �� ���� ���� 63#

48 x 54” CFP4854 ��� �� ���� ���� 72#

54 x 54” CFP5454 ��� �� ���� ���� 81#

60 x 54” CFP6054 ��� �� ���� ���� 90#

12 x 62” CFP1262 ��� �� ���� ���� 30#

18 x 62” CFP1862 ��� �� ���� ���� 37#

24 x 62” CFP2462 ��� �� ���� ���� 44#

30 x 62” CFP3062 ��� �� ���� ���� 52#

36 x 62” CFP3662 ��� �� ���� ���� 58#

42 x 62” CFP4262 ��� �� ���� ���� 69#

48 x 62” CFP4862 ��� �� ���� ���� 77#

54 x 62” CFP5462 ��� �� ���� ���� 88#

60 x 62” CFP6062 ��� �� ���� ���� 97#

12 x 66” CFP1266 ��� �� ���� ���� 33#

18 x 66” CFP1866 ��� �� ���� ���� 40#

24 x 66” CFP2466 ��� �� ���� ���� 47#

30 x 66” CFP3066 ��� �� ���� ���� 56#

36 x 66” CFP3666 ��� �� ���� ���� 62#

42 x 66” CFP4266 ��� �� ���� ���� 74#

48 x 66” CFP4866 ��� �� ���� ���� 82#

54 x 66” CFP5466 ��� �� ���� ���� 94#

60 x 66” CFP6066 ��� �� ���� ���� 105#

CFP
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System 3000® Panels
Fabric Covered Acoustical

INFORMATION

Fabric Mixing
If fabric is ordered from one group on Side
One and another group on Side Two, calcu-
late list price using the following method:

Example:
Grade 2 Fabric

-Grade1 Fabric
———————-
Upcharge

Upcharge/2 = Cost for one side

Grade 1 Fabric
+Cost for one side
———————-
Combined list price

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped k.d. freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

Base
Power
add to list
price

$    550 $    566 $    578 $    600 $    628 $    110

554 570 582 604 632 115

592 610 622 644 674 101

651 673 685 711 741 104

699 721 735 763 797 108

802 828 842 876 914 116

840 866 880 916 956 120

929 957 977 1013 1059 126

941 969 987 1025 1073 130

589 607 617 641 671 110

593 611 623 645 675 115

627 645 659 683 713 101

695 717 729 759 793 104

737 759 773 803 841 108

838 864 878 914 954 116

884 910 928 964 1006 120

978 1008 1028 1066 1116 126

986 1016 1034 1074 1124 130

625 643 657 681 711 110

630 648 662 686 718 115

664 682 698 724 756 101

742 766 778 808 846 104

773 797 811 843 883 108

871 897 915 949 993 116

924 952 970 1006 1054 120

1040 1072 1092 1132 1186 126

1059 1091 1111 1153 1207 130
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System 3000® Panels
Fabric Covered Acoustical

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select base power.
NP = Non powered, no data access 
ND1 = Non powered, 1 data access-
Add $6 
ND2 = Non powered, 2 data access-
Add $14 
ND3 = Non powered, 1 data access
in both-Add $14 
ND4 = Non powered, 2 data access
in both-Add $28 
P8 = Powered, 8-wire, no data
access 
PD1 = Powered, 8-wire, 1 data
access-Add $6 
PD2 = Powered, 8-wire, 2 data
access-Add $14 
PD3 = Powered, 8-wire, 1 data
access in both-Add $14 
PD4 = Powered, 8-wire, 2 data
access in both-Add $28 

Add base power upcharge from pricing
column and data access upcharge listed
above
Data faceplate and modular jacks must be
ordered separately by customer.

Ç Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Î Select fabric color for Side 1.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

´ Select fabric color for Side 2.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

Approx.
Packaged
WeightMODEL W x H

Basic
Model

Base
Power

Trim
Color

Fabric
Side 1

Fabric
Side 2

MODEL NUMBER

|
Å

|
ú

|
Ç

|
Î

|
´

Fabric Acoustical Panels
• Panel is constructed of a metal frame, alu-

minum septum and fiberglass sandwiched
between expanded metal, covered with
fiberglass and fabric

• Panels are connected through a single
piece poly hinge

• Panel-to-Panel Power Connectors must be
specified separately

• Powered panel raceway includes four loca-
tions for power and cable access for panels
wider than 24”, 24” panel contains two
receptacle locations

• Curved, 12” and 18” wide panels are power
pass-through only

• 12” and 18” panels not recommended for
use as return panels

• Product includes complete panel assembly
with connectors (panel hinges, sleeve, side
trim rails, top cap, base raceway) plus car-
pet grippers

• Class A fire rated
• Worksurface height power access opening

is always located on right side of panel
with only one opening per side.  Power
option provides a simplex receptacle with
the bezel and access door for cables. Not
available on 32” high panel

• Power infeed must be specified separately
• Available with 1 or 2 data access openings

on non-powered panels 18”-60” wide.  12”
wide non-powered only available with one
opening.  Powered panels available with 1
or 2 openings on 36”-60” wide.  24”-30”
wide powered only available with one
opening.  Data faceplate and modular jacks
must be ordered separately by customer

• Access opening is 1.376” x 2.7” to accept
data faceplates by Avaya, Amp, Ortronics,
Panduit and Leviton

12 x 72” CFP1272 ��� �� ���� ���� 55#

18 x 72” CFP1872 ��� �� ���� ���� 44#

24 x 72” CFP2472 ��� �� ���� ���� 51#

30 x 72” CFP3072 ��� �� ���� ���� 60#

36 x 72” CFP3672 ��� �� ���� ���� 67#

42 x 72” CFP4272 ��� �� ���� ���� 80#

48 x 72” CFP4872 ��� �� ���� ���� 89#

54 x 72” CFP5472 ��� �� ���� ���� 100#

60 x 72” CFP6072 ��� �� ���� ���� 108#

12 x 80” CFP1280 ��� �� ���� ���� 38#

18 x 80” CFP1880 ��� �� ���� ���� 47#

24 x 80” CFP2480 ��� �� ���� ���� 55#

30 x 80” CFP3080 ��� �� ���� ���� 64#

36 x 80” CFP3680 ��� �� ���� ���� 72#

42 x 80” CFP4280 ��� �� ���� ���� 87#

48 x 80” CFP4880 ��� �� ���� ���� 97#

54 x 80” CFP5480 ��� �� ���� ���� 106#

60 x 80” CFP6080 ��� �� ���� ���� 121#

CFP
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System 3000® Panels
Fabric Covered Acoustical

INFORMATION

Fabric Mixing
If fabric is ordered from one group on Side
One and another group on Side Two, calcu-
late list price using the following method:

Example:
Grade 2 Fabric

-Grade1 Fabric
———————-
Upcharge

Upcharge/2 = Cost for one side

Grade 1 Fabric
+Cost for one side
———————-
Combined list price

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped k.d. freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

Base
Power
add to list
price

$    626 $    644 $    658 $    682 $    712 $    110

647 665 679 703 737 115

713 735 749 777 815 101

816 840 856 890 930 104

857 883 901 935 977 108

942 970 990 1026 1074 116

1011 1041 1061 1101 1153 120

1079 1113 1133 1177 1231 126

1092 1124 1146 1190 1244 130

627 645 659 683 713 110

660 678 692 720 752 115

764 788 802 832 872 101

886 912 930 966 1008 104

941 969 987 1025 1073 108

1012 1042 1062 1102 1154 116

1096 1130 1150 1194 1250 120

1144 1178 1200 1248 1304 126

1164 1198 1220 1270 1326 130
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System 3000® Panels
Half Open Frame-Half Fabric

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select base power.
NP = Non powered, no data access 
ND1 = Non powered, 1 data access-
Add $6 
ND2 = Non powered, 2 data access-
Add $14 
ND3 = Non powered, 1 data access
in both-Add $14 
ND4 = Non powered, 2 data access
in both-Add $28 
P8 = Powered, 8-wire, no data
access 
PD1 = Powered, 8-wire, 1 data
access-Add $6 
PD2 = Powered, 8-wire, 2 data
access-Add $14 
PD3 = Powered, 8-wire, 1 data
access in both-Add $14 
PD4 = Powered, 8-wire, 2 data
access in both-Add $28 

Add base power upcharge from pricing
column and data access upcharge listed
above
Data faceplate and modular jacks must be
ordered separately by customer.

Ç Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Î Select fabric color for Side 1.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

´ Select fabric color for Side 2.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

Approx.
Packaged
WeightMODEL W x H

Basic
Model

Base
Power

Trim
Color

Fabric
Side 1

Fabric
Side 2

MODEL NUMBER

|
Å

|
ú

|
Ç

|
Î

|
´

Half Open Frame/Half Fabric Panels
• Open frame panel with fabric section

extending to a 29” height
• Panel is constructed of a painted aluminum

frame
• Panels are connected through a single

piece poly hinge
• Panel-to-Panel Power Connectors must be

specified separately
• Powered panel raceway includes four loca-

tions for power and cable access for panels
wider than 24”.  24” panel contains two
receptacle locations

• Product includes complete panel assembly
with connectors (panel, hinges, sleeve,
side trim rails, top cap, base raceway) plus
carpet grippers

• Available with 1 or 2 data access openings
on non-powered panels 18”-60” wide. 12”
wide non-powered only available with one
opening.  Powered panels available with 1
or 2 openings on 36”-60” wide.  24”-30”
wide powered only available with one
opening. Data faceplate and modular jacks
must be ordered separately by customer

• Access opening is 1.376” x 2.7” to accept
data faceplates by Avaya, AMP, Ortronics,
Panduit and Leviton

• Class A fire rated

24 x 54” COFP2454 ��� �� ���� ���� 42#

30 x 54” COFP3054 ��� �� ���� ���� 48#

36 x 54” COFP3654 ��� �� ���� ���� 54#

42 x 54” COFP4254 ��� �� ���� ���� 60#

48 x 54” COFP4854 ��� �� ���� ���� 66#

24 x 62” COFP2462 ��� �� ���� ���� 44#

30 x 62” COFP3062 ��� �� ���� ���� 51#

36 x 62” COFP3662 ��� �� ���� ���� 57#

42 x 62” COFP4262 ��� �� ���� ���� 63#

48 x 62” COFP4862 ��� �� ���� ���� 70#

24 x 66” COFP2466 ��� �� ���� ���� 47#

30 x 66” COFP3066 ��� �� ���� ���� 54#

36 x 66” COFP3666 ��� �� ���� ���� 60#

42 x 66” COFP4266 ��� �� ���� ���� 66#

48 x 66” COFP4866 ��� �� ���� ���� 74#

24 x 72” COFP2472 ��� �� ���� ���� 48#

30 x 72” COFP3072 ��� �� ���� ���� 57#

36 x 72” COFP3672 ��� �� ���� ���� 63#

42 x 72” COFP4272 ��� �� ���� ���� 69#

48 x 72” COFP4872 ��� �� ���� ���� 79#

24 x 80” COFP2480 ��� �� ���� ���� 52#

30 x 80” COFP3080 ��� �� ���� ���� 60#

36 x 80” COFP3680 ��� �� ���� ���� 67#

42 x 80” COFP4280 ��� �� ���� ���� 73#

48 x 80” COFP4880 ��� �� ���� ���� 84#

COGP
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System 3000® Panels
Half Open Frame-Half Fabric

INFORMATION

Fabric Mixing
If fabric is ordered from one group on Side
One and another group on Side Two, calcu-
late list price using the following method:

Example:
Grade 2 Fabric

-Grade1 Fabric
———————-
Upcharge

Upcharge/2 = Cost for one side

Grade 1 Fabric
+Cost for one side
———————-
Combined list price

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped k.d. freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

Base
Power
add to list
price

$    698 $    710 $    720 $    726 $    746 $    101

806 822 832 840 862 104

816 832 840 848 872 108

853 871 879 887 915 116

893 911 919 929 957 120

716 728 738 744 766 101

826 842 852 860 882 104

836 852 862 870 892 108

871 889 897 905 933 116

912 930 940 948 976 120

736 748 758 764 786 101

779 795 803 811 833 104

853 871 879 887 915 108

893 911 919 929 957 116

931 949 959 969 997 120

756 772 780 788 808 101

802 818 828 834 858 104

877 895 903 913 939 108

914 932 942 950 978 116

952 970 980 990 1018 120

779 795 803 811 833 101

824 840 854 858 880 104

897 915 925 933 961 108

936 954 964 972 1002 116

973 995 1003 1011 1041 120
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System 3000® Panels
Half Glazed-Half Fabric

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select base power.
NP = Non powered, no data access 
ND1 = Non powered, 1 data access-
Add $6 
ND2 = Non powered, 2 data access-
Add $14 
ND3 = Non powered, 1 data access
in both-Add $14 
ND4 = Non powered, 2 data access
in both-Add $28 
P8 = Powered, 8-wire, no data
access 
PD1 = Powered, 8-wire, 1 data
access-Add $6 
PD2 = Powered, 8-wire, 2 data
access-Add $14 
PD3 = Powered, 8-wire, 1 data
access in both-Add $14 
PD4 = Powered, 8-wire, 2 data
access in both-Add $28 

Add base power upcharge from pricing
column and data access upcharge listed
above
Data faceplate and modular jacks must be
ordered separately by customer.

Ç Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Î Select glass color.

´ Select fabric color for Side 1.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

Ï Select fabric color for Side 2.
Refer to Vertical Fabric Pricing
Addendum

Approx.
Packaged
WeightMODEL W x H

Basic
Model

Base
Power

Trim
Color

Glass
Color

Fabric
Side 1

Fabric
Side 2

MODEL NUMBER

|
Å

|
ú

|
Ç

|
Î

|
´

|
Ï

Half Glazed/Half Fabric Panels
• Clear or bronze 1/4” tempered glass panels

with fabric section extending to a 29”
height

• Panel is constructed of a painted aluminum
frame

• Product includes complete panel assembly
with connectors (panel, hinges, sleeve,
side trim rails, top cap, base raceway) plus
carpet grippers

• Panels are connected through a single
piece poly hinge

• Panel-to-Panel Power Connectors must be
specified separately

• Powered panel raceway includes four loca-
tions for power and cable access for panels
wider than 24”.  24” panel contains two
receptacle locations

• Available with 1 or 2 data access openings
on non-powered panels 18”-60” wide. 12”
wide non-powered only available with one
opening.  Powered panels available with 1
or 2 openings on 36”-60” wide.  24”-30”
wide powered only available with one
opening. Data faceplate and modular jacks
must be ordered separately by customer

• Access opening is 1.376” x 2.7” to accept
data faceplates by Avaya, AMP, Ortronics,
Panduit and Leviton

• Class A fire rated

24 x 54” CGFP2454 ��� �� ���� ���� 47#

30 x 54” CGFP3054 ��� �� ���� ���� 55#

36 x 54” CGFP3654 ��� �� ���� ���� 62#

42 x 54” CGFP4254 ��� �� ���� ���� 70#

48 x 54” CGFP4854 ��� �� ���� ���� 83#

24 x 62” CGFP2462 ��� �� ���� ���� 50#

30 x 62” CGFP3062 ��� �� ���� ���� 58#

36 x 62” CGFP3662 ��� �� ���� ���� 66#

42 x 62” CGFP4262 ��� �� ���� ���� 72#

48 x 62” CGFP4862 ��� �� ���� ���� 85#

24 x 66” CGFP2466 ��� �� ���� ���� 54#

30 x 66” CGFP3066 ��� �� ���� ���� 62#

36 x 66” CGFP3666 ��� �� ���� ���� 71#

42 x 66” CGFP4266 ��� �� ���� ���� 75#

48 x 66” CGFP4866 ��� �� ���� ���� 88#

24 x 72” CGFP2472 ��� �� ���� ���� 48#

30 x 72” CGFP3072 ��� �� ���� ���� 57#

36 x 72” CGFP3672 ��� �� ���� ���� 63#

42 x 72” CGFP4272 ��� �� ���� ���� 69#

48 x 72” CGFP4872 ��� �� ���� ���� 79#

24 x 80” CGFP2480 ��� �� ���� ���� 63#

30 x 80” CGFP3080 ��� �� ���� ���� 69#

36 x 80” CGFP3680 ��� �� ���� ���� 80#

42 x 80” CGFP4280 ��� �� ���� ���� 90#

48 x 80” CGFP4880 ��� �� ���� ���� 100#

COGP
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System 3000® Panels
Half Glazed-Half Fabric

INFORMATION

Fabric Mixing
If fabric is ordered from one group on Side
One and another group on Side Two, calcu-
late list price using the following method:

Example:
Grade 2 Fabric

-Grade1 Fabric
———————-
Upcharge

Upcharge/2 = Cost for one side

Grade 1 Fabric
+Cost for one side
———————-
Combined list price

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped k.d. freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

Base
Power
add to list
price

$    743 $    755 $    767 $    773 $    795 $    101

801 817 825 833 857 104

888 906 914 924 950 108

936 954 964 972 1002 116

981 1003 1011 1021 1049 120

775 791 799 807 829 101

839 855 865 873 895 104

928 946 956 966 994 108

981 1003 1011 1021 1049 116

1036 1058 1072 1076 1110 120

809 825 833 841 863 101

877 895 903 913 939 104

967 985 995 1005 1035 108

1027 1049 1059 1067 1101 116

1089 1111 1121 1133 1165 120

845 861 871 879 905 101

907 925 935 943 971 104

1006 1028 1038 1046 1076 108

1067 1089 1099 1111 1143 116

1157 1181 1191 1203 1237 120

881 899 909 917 943 101

937 955 965 973 1003 104

1042 1064 1074 1082 1116 108

1106 1130 1140 1152 1184 116

1173 1197 1209 1221 1255 120
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System 3000® Panels
Full Glazed

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select base power.
NP = Non powered, no data access 
ND1 = Non powered, 1 data access-
Add $6 
ND2 = Non powered, 2 data access-
Add $14 
ND3 = Non powered, 1 data access
in both-Add $14 
ND4 = Non powered, 2 data access
in both-Add $28 
P8 = Powered, 8-wire, no data
access 
PD1 = Powered, 8-wire, 1 data
access-Add $6 
PD2 = Powered, 8-wire, 2 data
access-Add $14 
PD3 = Powered, 8-wire, 1 data
access in both-Add $14 
PD4 = Powered, 8-wire, 2 data
access in both-Add $28 

Add base power upcharge from pricing
column and data access upcharge listed
above
Data faceplate and modular jacks must be
ordered separately by customer.

Ç Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Î Select glass color.

Approx.
Packaged
WeightMODEL W x H

Basic
Model

Base
Power

Trim
Color

Glass
Color

MODEL NUMBER

|
Å

|
ú

|
Ç

|
Î

Full Glazed Panels
• Painted aluminum frame with 1/4” clear or

bronze tempered glass
• Product includes complete panel assembly

with connectors (panel, hinges, sleeve,
side trim rails, top cap, base raceway) plus
carpet grippers

• Panels are connected through a single
piece poly hinge

• Panel-to-Panel Power Connectors must be
specified separately

• Powered panel raceway includes four loca-
tions for power and cable access for panels
wider than 24”.  24” panel contains two
receptacle locations

• Available with 1 or 2 data access openings
on non-powered panels 18”-60” wide. 12”
wide non-powered only available with one
opening.  Powered panels available with 1
or 2 openings on 36”-60” wide.  24”-30”
wide powered only available with one
opening. Data faceplate and modular jacks
must be ordered separately by customer

• Access opening is 1.376” x 2.7” to accept
data faceplates by Avaya, AMP, Ortronics,
Panduit and Leviton

• Class A fire rated

24 x 54” CGP2454 ��� �� 41#

30 x 54” CGP3054 ��� �� 52#

36 x 54” CGP3654 ��� �� 62#

42 x 54” CGP4254 ��� �� 73#

48 x 54” CGP4854 ��� �� 83#

24 x 62” CGP2462 ��� �� 45#

30 x 62” CGP3062 ��� �� 57#

36 x 62” CGP3662 ��� �� 68#

42 x 62” CGP4262 ��� �� 78#

48 x 62” CGP4862 ��� �� 91#

24 x 66” CGP2466 ��� �� 50#

30 x 66” CGP3066 ��� �� 62#

36 x 66” CGP3666 ��� �� 74#

42 x 66” CGP4266 ��� �� 84#

48 x 66” CGP4866 ��� �� 99#

24 x 72” CGP2472 ��� �� 54#

30 x 72” CGP3072 ��� �� 68#

36 x 72” CGP3672 ��� �� 81#

42 x 72” CGP4272 ��� �� 91#

48 x 72” CGP4872 ��� �� 109#

24 x 80” CGP2480 ��� �� 59#

30 x 80” CGP3080 ��� �� 74#

36 x 80” CGP3680 ��� �� 89#

42 x 80” CGP4280 ��� �� 99#

48 x 80” CGP4880 ��� �� 119#

CGP



19

System 3000® Panels
Full Glazed

INFORMATION

Fabric Mixing
If fabric is ordered from one group on Side
One and another group on Side Two, calcu-
late list price using the following method:

Example:
Grade 2 Fabric

-Grade1 Fabric
———————-
Upcharge

Upcharge/2 = Cost for one side

Grade 1 Fabric
+Cost for one side
———————-
Combined list price

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped k.d. freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing

Base
Power
add to list
price

$    579 $    101

607 104

656 108

723 116

788 120

601 101

641 104

693 108

753 116

818 120

624 101

672 104

729 108

788 116

846 120

673 101

723 104

780 108

839 116

898 120

718 101

773 104

831 108

889 116

950 120
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System 3000® Panels
Curved Fabric Covered

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select base power.
NP = Non powered, no data access 
P8 = Powered, 8-wire, no data
access 
Add base power upcharge from pricing
column.
Powered 8-wire is pass-through only

Ç Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Î Select glaze color.

´ Select fabric color for Side 1.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing

Addendum.

Ï Select fabric color for Side 2.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

INFORMATION

Fabric Mixing
If fabric is ordered from one group on Side
One and another group on Side Two, calcu-
late list price using the following method:

Example:
Grade 2 Fabric

-Grade1 Fabric
———————-
Upcharge

Upcharge/2 = Cost for one side

Grade 1 Fabric
+Cost for one side
———————-
Combined list price

Approx.
Packaged
WeightMODEL W x H

Basic
Model

Base
Power

Trim
Color Glazed

Fabric
Side 1

Fabric
Side 2

MODEL NUMBER

|
Å

|
ú

|
Ç

|
Î

|
´

|
Ï

Curved Fabric Panels
• Curved fabric panels provide a 24” corner
• Panel is constructed of a metal and wood

frame, aluminum septum and figerglass
core covered with fiberglass and fabric

• Panels are connected through a single
piece poly hinge

• Product includes complete panel assembly
with connectors (panel, hinges, sleeve,
side trim rails, top cap, base raceway) plus
carpet grippers

• Powered panel provides pass-through
capabilities only

24 x 32” CFP32C �� �� ���� ���� 36#

24 x 42” CFP42C �� �� ���� ���� 41#

24 x 48” CFP48C �� �� ���� ���� 43#

24 x 54” CFP54C �� �� ���� ���� 46#

24 x 62” CFP62C �� �� ���� ���� 50#

24 x 66” CFP66C �� �� ���� ���� 55#

24 x 72” CFP72C �� �� ���� ���� 61#

24 x 80” CFP80C �� �� ���� ���� 66#

CCFP
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System 3000® Panels
Curved Fabric Covered

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped k.d. freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

Base
Power
add to list
price

$  1329 $  1369 $  1397 $  1449 $  1517 $    142

1394 1434 1464 1518 1590 142

1426 1470 1500 1556 1626 142

1458 1502 1532 1588 1660 142

1485 1529 1559 1621 1691 142

1511 1557 1587 1647 1723 142

1583 1631 1661 1725 1805 142

1653 1703 1735 1803 1885 142
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System 3000® Panel Accessories
Wall Mounts

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Approx.
Packaged
WeightMODEL W x H x D

Basic
Model

Trim
Color

MODEL NUMBER

|
Å

|
ú

Wall Mount
• Allows panels to be attached, perpendicu-

lar, to existing wall at any angle
• Inlcudes mounting plate and hinges
• Aluminum construction with painted finish
• No hardware for wall attachment is includ-

ed

21/2 x 32 x 1/4” CWM.32 �� 1#

21/2 x 42 x 1/4” CWM.42 �� 1#

21/2 x 48 x 1/4” CWM.48 �� 1#

21/2 x 54 x 1/4” CWM.54 �� 2#

21/2 x 62 x 1/4” CWM.62 �� 2#

21/2 x 66 x 1/4” CWM.66 �� 2#

21/2 x 72 x 1/4” CWM.72 �� 2#

21/2 x 80 x 1/4” CWM.80 �� 2#
HRDPT

Adjustable Wall Mount
• Attaches a panel to a wall at the start of a

run when used in combination with wall
tracks

• Includes mounting plate and hinges
• Aluminum construction with painted finish
• No hardware for wall attachment is includ-

ed
• Adjustable up to 1” to correct wall deflec-

tion

21/2 x 32 x 1” CWMA.32 �� 1#

21/2 x 42 x 1” CWMA.42 �� 1#

21/2 x 48 x 1” CWMA.48 �� 1#

21/2 x 54 x 1” CWMA.54 �� 2#

21/2 x 62 x 1” CWMA.62 �� 2#

21/2 x 66 x 1” CWMA.66 �� 2#

21/2 x 72 x 1” CWMA.72 �� 2#

21/2 x 80 x 1” CWMA.80 �� 2#
HRDPT
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System 3000® Panel Accessories
Wall Mounts

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped assembled freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing

$      28

31

32

33

38

43

46

49

$      53

60

66

71

75

79

85

92
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System 3000® Panel Accessories
Corner Posts

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Ç Select fabric color.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum

Approx.
Packaged
WeightMODEL W x H x D

Basic
Model

Trim
Color

Fabric
Color

MODEL NUMBER

|
Å

|
ú

|
Ç

90º

90° Corner Post - Upholstered
• Fabric covered, extruded plastic corner

covers exposed panel ends where 2 panels
form a 90° connection

• 90° corner top cap included
• Plastic raceway cover
• One-piece single poly hinge included

21/2 x 32 x 21/2” CAFC32 �� ���� 2#

21/2 x 42 x 21/2” CAFC42 �� ���� 2#

21/2 x 48 x 21/2” CAFC48 �� ���� 3#

21/2 x 54 x 21/2” CAFC54 �� ���� 3#

21/2 x 62 x 21/2” CAFC62 �� ���� 3#

21/2 x 66 x 21/2” CAFC66 �� ���� 3#

21/2 x 72 x 21/2” CAFC72 �� ���� 4#

21/2 x 80 x 21/2” CAFC80 �� ���� 4#
PUP

90º

90° Corner Post - Unupholstered
• Extruded plastic corner covers exposed

panel ends where 2 panels form a 90° con-
nection

• 90° corner top cap included
• Plastic raceway cover
• One-piece single poly hinge included

21/2 x 32 x 21/2” CAUC32 �� 2#

21/2 x 42 x 21/2” CAUC42 �� 2#

21/2 x 48 x 21/2” CAUC48 �� 2#

21/2 x 54 x 21/2” CAUC54 �� 3#

21/2 x 62 x 21/2” CAUC62 �� 3#

21/2 x 66 x 21/2” CAUC66 �� 3#

21/2 x 72 x 21/2” CAUC72 �� 4#

21/2 x 80 x 21/2” CAUC80 �� 4#
PUN

45º

45° Corner Post - Upholstered
• Conceals hinge on 45° two-way panel con-

nection. Plastic construction
• Surfaced with fabric
• Plastic raceway cover
• One-piece single poly hinge included

32” CAFC4532 �� ���� 2#

42” CAFC4542 �� ���� 2#

48” CAFC4548 �� ���� 2#

54” CAFC4554 �� ���� 3#

62” CAFC4562 �� ���� 3#

66” CAFC4566 �� ���� 3#

72” CAFC4572 �� ���� 4#

80” CAFC4580 �� ���� 4#
PUP

60º

60° Corner Post - Upholstered
• Conceals hinge on 60° two-way panel con-

nection. Plastic construction
• Surfaced with fabric
• Plastic raceway cover
• One-piece single poly hinge included

32” CAFC6032 �� ���� 2#

42” CAFC6042 �� ���� 2#

48” CAFC6048 �� ���� 3#

54” CAFC6054 �� ���� 3#

62” CAFC6062 �� ���� 3#

66” CAFC6066 �� ���� 3#

72” CAFC6072 �� ���� 4#

80” CAFC6080 �� ���� 4#
PUP
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System 3000® Panel Accessories
Corner Posts

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped assembled freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Unupholstered

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

N/A $      59 $      60 $      62 $      63 $      65

N/A 72 73 75 76 80

N/A 79 80 82 84 88

N/A 83 85 87 88 94

N/A 94 95 98 99 105

N/A 99 101 103 105 111

N/A 106 108 111 112 119

N/A 111 113 116 119 125

$      26

30

34

41

43

45

57

71

N/A $    130 $    132 $    136 $    139 $    146

N/A 155 158 163 166 174

N/A 175 178 183 187 197

N/A 197 200 206 211 221

N/A 212 215 221 226 236

N/A 229 233 241 246 256

N/A 246 250 258 263 276

N/A 265 269 278 283 296

N/A $    130 $    132 $    136 $    139 $    146

N/A 155 158 163 166 174

N/A 175 178 183 187 197

N/A 197 200 206 211 221

N/A 212 215 221 226 237

N/A 229 233 241 246 256

N/A 246 250 258 263 276

N/A 265 269 278 283 296
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System 3000® Panel Accessories
Variable Height Corner Posts

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Ç Select fabric color.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

Approx.
Packaged
WeightMODEL

Use with
Panel
Heights W x H

Basic
Model

Trim
Color

Fabric
Color

MODEL NUMBER

|
Å

|
ú

|
Ç

Variable Height Corner Post -
Upholstered
• Fabric covered, extruded plastic corner

covers exposed panel end where 2 panels
of different heights meet in T-corners

• 90° corner top cap included
• One-piece single poly hinge included
• See Specifications Section for applications

32”/42” 21/2 x 10” FECPC3242 �� ���� 1#

32”/48” 21/2 x 16” FECPC3248 �� ���� 1#

32”/54” 21/2 x 22” FECPC3254 �� ���� 1#

32”/62” 21/2 x 30” FECPC3262 �� ���� 2#

32”/66” 21/2 x 34” FECPC3266 �� ���� 2#

32”/72” 21/2 x 40” FECPC3272 �� ���� 2#

32”/80” 21/2 x 48” FECPC3280 �� ���� 2#

42”/48” 21/2 x 6” FECPC4248 �� ���� 1#

42”/54” or 54”/66” 21/2 x 12” FECPC4254 �� ���� 1#

42”/62” 21/2 x 20” FECPC4262 �� ���� 1#

42”/66” 21/2 x 24” FECPC4266 �� ���� 1#

42”/72” 21/2 x 30” FECPC4272 �� ���� 2#

42”/80” 21/2 x 38” FECPC4280 �� ���� 2#

48”/54” 21/2 x 6” FECPC4854 �� ���� 1#

48”/62” 21/2 x 14” FECPC4862 �� ���� 1#

48”/66” 21/2 x 18” FECPC4866 �� ���� 1#

48”/72” 21/2 x 24” FECPC4872 �� ���� 1#

48”/80” 21/2 x 32” FECPC4880 �� ���� 1#

54”/62” 21/2 x 8” FECPC5462 �� ���� 1#

54”/72” 21/2 x 18” FECPC5472 �� ���� 1#

54”/80” 21/2 x 26” FECPC5480 �� ���� 1#

62”/66” 21/2 x 4” FECPC6266 �� ���� 1#

62”/72” 21/2 x 10” FECPC6272 �� ���� 1#

62”/80” 21/2 x 18” FECPC6280 �� ���� 1#

66”/72” 21/2 x 6” FECPC6672 �� ���� 1#

66”/80” 21/2 x 14” FECPC6680 �� ���� 1#

72”/80” 21/2 x 8” FECPC7280 �� ���� 1#

PUP
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System 3000® Panel Accessories
Variable Height Corner Posts

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped assembled freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

$      41 $      41 $      42 $      43 $      45

45 46 47 47 49

49 50 51 52 54

53 54 55 56 58

55 56 58 58 61

56 57 59 60 62

57 58 60 61 63

23 23 24 24 25

43 43 45 45 47

46 47 48 49 51

51 52 53 54 56

53 54 55 56 58

56 57 59 60 62

23 23 24 24 25

42 42 43 44 46

47 48 49 50 52

52 52 53 54 56

54 55 56 57 60

42 42 43 44 46

47 48 49 50 52

52 53 54 55 57

19 19 20 20 21

41 41 42 43 45

47 48 49 50 52

23 23 24 24 25

43 43 45 45 47

42 42 43 44 46
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System 3000® Panel Accessories
Variable Height Corner Posts

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Approx.
Packaged
WeightMODEL

Use with
Panel
Heights W x H

Basic
Model

Trim
Color

MODEL NUMBER

|
Å

|
ú

Variable Height Corner Post -
Unupholstered
• Extruded plastic corner covers exposed

panel end where 2 panels of different
heights meet in T-corners

• 90° corner top cap included
• One-piece single poly hinge included
• See Specifications Section for applications

32”/42” 21/2 x 10” UECPC3242 �� 1#

32”/48” 21/2 x 16” UECPC3248 �� 1#

32”/54” 21/2 x 22” UECPC3254 �� 1#

32”/62” 21/2 x 30” UECPC3262 �� 2#

32”/66” 21/2 x 34” UECPC3266 �� 2#

32”/72” 21/2 x 40” UECPC3272 �� 2#

32”/80” 21/2 x 48” UECPC3280 �� 2#

42”/48” 21/2 x 6” UECPC4248 �� 1#

42”/54” or 54”/66” 21/2 x 12” UECPC4254 �� 1#

42”/62” 21/2 x 20” UECPC4262 �� 1#

42”/66” 21/2 x 24” UECPC4266 �� 1#

42”/72” 21/2 x 30” UECPC4272 �� 2#

42”/80” 21/2 x 38” UECPC4280 �� 2#

48”/54” 21/2 x 6” UECPC4854 �� 1#

48”/62” 21/2 x 14” UECPC4862 �� 1#

48”/66” 21/2 x 18” UECPC4866 �� 1#

48”/72” 21/2 x 24” UECPC4872 �� 1#

48”/80” 21/2 x 32” UECPC4880 �� 2#

54”/62” 21/2 x 8” UECPC5462 �� 1#

54”/72” 21/2 x 18” UECPC5472 �� 1#

54”/80” 21/2 x 26” UECPC5480 �� 1#

62”/66” 21/2 x 4” UECPC6266 �� 1#

62”/72” 21/2 x 10” UECPC6272 �� 1#

62”/80” 21/2 x 18” UECPC6280 �� 1#

66”/72” 21/2 x 6” UECPC6672 �� 1#

66”/80” 21/2 x 14” UECPC6680 �� 1#

72”/80” 21/2 x 8” UECPC7280 �� 1#

PUN
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System 3000® Panel Accessories
Variable Height Corner Posts

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped assembled freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing

$      14

17

18

23

26

28

30

5

14

17

20

23

30

5

16

18

20

25

9

18

24

4

14

22

5

16

9
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System 3000® Panel Accessories
T-Posts

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Ç Select fabric color.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

Approx.
Packaged
WeightMODEL W x H

Basic
Model

Trim
Color

Fabric
Color

MODEL NUMBER

|
Å

|
ú

|
Ç

T-Post - Upholstered
• Fabric covered extruded plastic trim piece

covers exposed panel ends where 3 panels
form a “T” connection

• T-post top cap included
• Specify fabric color

21/2 x 32” CTFC32 �� ���� 2#

21/2 x 42” CTFC42 �� ���� 2#

21/2 x 48” CTFC48 �� ���� 2#

21/2 x 54” CTFC54 �� ���� 3#

21/2 x 62” CTFC62 �� ���� 3#

21/2 x 66” CTFC66 �� ���� 3#

21/2 x 72” CTFC72 �� ���� 3#

21/2 x 80” CTFC80 �� ���� 4#
PUP

T-Post - Unupholstered
• Extruded plastic trim piece covers exposed

panel ends where 3 panels form a “T” con-
nection

• T-post top cap included

21/2 x 32” CTUC32 �� 2#

21/2 x 42” CTUC42 �� 2#

21/2 x 48” CTUC48 �� 2#

21/2 x 54” CTUC54 �� 3#

21/2 x 62” CTUC62 �� 3#

21/2 x 66” CTUC66 �� 3#

21/2 x 72” CTUC72 �� 3#

21/2 x 80” CTUC80 �� 4#

PUN
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System 3000® Panel Accessories
T-Posts

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped assembled freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Unupholstered

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

N/A $      46 $      47 $      48 $      49 $      51

N/A 51 52 53 54 56

N/A 54 55 56 57 60

N/A 54 55 56 57 60

N/A 57 58 60 61 63

N/A 59 60 62 63 65

N/A 62 63 64 65 68

N/A 63 64 65 66 69

$      26

30

34

41

43

45

57

71
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System 3000® Panel Accessories
Variable Height T-Posts

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Ç Select fabric color.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

Approx.
Packaged
WeightMODEL

Use with
Panel
Heights W x H

Basic
Model

Trim
Color

Fabric
Color

MODEL NUMBER

|
Å

|
ú

|
Ç

Variable Height T-Post - Upholstered
• Fabric-covered, extruded plastic trim cov-

ers the exposed panel trim when panels of
different heights meet in “T” or 4-way con-
ditions

• Top cap included
• See Specifications Section for applications

32”/42” 21/2 x 10” FECPT3242 �� ���� 1#

32”/48” 21/2 x 16” FECPT3248 �� ���� 1#

32”/54” 21/2 x 22” FECPT3254 �� ���� 1#

32”/62” 21/2 x 30” FECPT3262 �� ���� 1#

32”/66” 21/2 x 34” FECPT3266 �� ���� 2#

32”/72” 21/2 x 40” FECPT3272 �� ���� 2#

32”/80” 21/2 x 48” FECPT3280 �� ���� 2#

42”/48” 21/2 x 6” FECPT4248 �� ���� 1#

42”/54” or 54”/66” 21/2 x 12” FECPT4254 �� ���� 1#

42”/62” 21/2 x 20” FECPT4262 �� ���� 1#

42”/66” 21/2 x 24” FECPT4266 �� ���� 1#

42”/72” 21/2 x 30” FECPT4272 �� ���� 2#

42”/80” 21/2 x 38” FECPT4280 �� ���� 2#

48”/54” 21/2 x 6” FECPT4854 �� ���� 1#

48”/62” 21/2 x 14” FECPT4862 �� ���� 1#

48”/66” 21/2 x 18” FECPT4866 �� ���� 1#

48”/72” 21/2 x 24” FECPT4872 �� ���� 1#

48”/80” 21/2 x 32” FECPT4880 �� ���� 2#

54”/62” 21/2 x 8” FECPT5462 �� ���� 1#

54”/72” 21/2 x 18” FECPT5472 �� ���� 1#

54”/80” 21/2 x 26” FECPT5480 �� ���� 1#

62”/66” 21/2 x 4” FECPT6266 �� ���� 1#

62”/72” 21/2 x 10” FECPT6272 �� ���� 1#

62”/80” 21/2 x 18” FECPT6280 �� ���� 1#

66”/72” 21/2 x 6” FECPT6672 �� ���� 1#

66”/80” 21/2 x 14” FECPT6680 �� ���� 1#

72”/80” 21/2 x 8” FECPT7280 �� ���� 1#

PUP
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System 3000® Panel Accessories
Variable Height T-Posts

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped assembled freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

$      25 $      25 $      26 $      26 $      28

28 29 29 30 31

31 32 33 33 34

33 34 35 35 37

35 36 37 38 39

40 40 41 42 44

41 41 42 43 45

11 12 12 12 13

26 26 27 28 29

30 31 31 32 33

32 33 34 34 36

33 34 35 35 37

38 38 39 40 41

11 12 12 12 13

28 29 29 30 31

30 31 31 32 33

32 33 34 34 36

34 35 36 36 38

14 14 14 14 15

30 31 31 32 33

33 34 35 35 37

8 8 9 9 9

25 25 26 26 28

30 31 31 32 33

11 12 12 12 13

28 29 29 30 31

14 14 14 14 15
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System 3000® Panel Accessories
Variable Height T-Posts

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Approx.
Packaged
WeightMODEL

Use with
Panel
Heights W x H

Basic
Model

Trim
Color

MODEL NUMBER

|
Å

|
ú

Variable Height T-Posts - Unupholstered
• Extruded plastic trim covers the exposed

panel trim when panels of different heights
meet in “T” or 4-way conditions

• Top cap included
• See Specifications Section for applications

32”/42” 21/2 x 10” UECPT3242 �� 1#

32”/48” 21/2 x 16” UECPT3248 �� 1#

32”/54” 21/2 x 22” UECPT3254 �� 1#

32”/62” 21/2 x 30” UECPT3262 �� 2#

32”/66” 21/2 x 34” UECPT3266 �� 2#

32”/72” 21/2 x 40” UECPT3272 �� 2#

32”/80” 21/2 x 48” UECPT3280 �� 2#

42”/48” 21/2 x 6” UECPT4248 �� 1#

42”/54” or 54”/66” 21/2 x 12” UECPT4254 �� 1#

42”/62” 21/2 x 20” UECPT4262 �� 1#

42”/66” 21/2 x 24” UECPT4266 �� 1#

42”/72” 21/2 x 30” UECPT4272 �� 2#

42”/80” 21/2 x 38” UECPT4280 �� 2#

48”/54” 21/2 x 6” UECPT4854 �� 1#

48”/62” 21/2 x 14” UECPT4862 �� 1#

48”/66” 21/2 x 18” UECPT4866 �� 1#

48”/72” 21/2 x 24” UECPT4872 �� 1#

48”/80” 21/2 x 32” UECPT4880 �� 2#

54”/62” 21/2 x 8” UECPT5462 �� 1#

54”/72” 21/2 x 18” UECPT5472 �� 1#

54”/80” 21/2 x 26” UECPT5480 �� 1#

62”/66” 21/2 x 4” UECPT6266 �� 1#

62”/72” 21/2 x 10” UECPT6272 �� 1#

62”/80” 21/2 x 18” UECPT6280 �� 1#

66”/72” 21/2 x 6” UECPT6672 �� 1#

66”/80” 21/2 x 14” UECPT6680 �� 1#

72”/80” 21/2 x 8” UECPT7280 �� 1#

PUN
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System 3000® Panel Accessories
Variable Height T-Posts

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped assembled freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing

$      14

17

18

23

26

28

30

5

14

17

20

23

30

5

16

18

20

25

9

18

24

4

14

22

5

16

9
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System 3000® Panel Accessories
Caps

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Ç Select fabric color.
Refer to Vertical Fabric Pricing
Addendum
Refer to Vertical Fabric Pricing
Addendum.

Approx.
Packaged
WeightMODEL W x H x D

Basic
Model

Trim
Color

Fabric
Color

MODEL NUMBER

|
Å

|
ú

|
Ç

Two-Way Cap
• Provides continuation of the top cap design

when used in conjunction with the
FECPT/UECPT

21/2 x 21/2” TWC �� 1#

HRDPT

Four-Way Cap
• Provides continuation of the top cap when

four panels of equal height meet at 90°
angles

21/2 x 21/2” FWC �� 1#

HRDPT

In-Line Fabric Spacer
• Provides 2-1/2” space along a run of pan-

els to allow panels at office entrance to line
up when T-post is used on opposite wall

• Includes two-way top cap and two hinges

21/2 x 32” IFS32 �� ���� 1#

21/2 x 42” IFS42 �� ���� 1#

21/2 x 48” IFS48 �� ���� 1#

21/2 x 54” IFS54 �� ���� 1#

21/2 x 62” IFS62 �� ���� 1#

66 x 21/2” IFS66 �� ���� 1#

21/2 x 72” IFS72 �� ���� 2#

21/2 x 80” IFS80 �� ���� 2#

IFS

Panel End Caps
• Extruded plastic cap covers panel end
• Includes top cap

21/2 x 32 x 1” ECP32 �� 1#

21/2 x 42 x 1” ECP42 �� 1#

21/2 x 48 x 1” ECP48 �� 1#

21/2 x 54 x 1” ECP54 �� 1#

21/2 x 62 x 1” ECP62 �� 1#

21/2 x 66 x 1” ECP66 �� 1#

21/2 x 72 x 1” ECP72 �� 2#

21/2 x 80 x 1” ECP80 �� 2#

HRDPT



37

System 3000® Panel Accessories
Caps

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped assembled freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing
Unupholstered

Delivered Pricing
Fabric Grade
1 & C.O.M.

Delivered Pricing
Fabric Grade
2

Delivered Pricing
Fabric Grade
3 & Pallas Vertical
Fabric Grade
PV

Delivered Pricing
Pallas Vertical
Fabric Grade
PV1

Delivered Pricing
Pallas Vertical
Fabric Grade
PV2

$        2

$        2

N/A $    159 $    162 $    167 $    171 $    179

N/A 168 171 176 180 188

N/A 181 184 190 194 204

N/A 188 191 196 201 211

N/A 197 200 206 211 221

N/A 197 200 206 211 221

N/A 216 219 227 230 242

N/A 217 221 228 233 243

$      14

17

20

22

24

25

28

30
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System 3000® Panel Accessories
Caps

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Approx.
Packaged
WeightMODEL

Use with
Panel
Heights W x H x D

Basic
Model

Trim
Color

MODEL NUMBER

|
Å

|
ú

In-Line Variable Height Panel End Caps
• Extruded plastic cap covers exposed panel

end when in-line panels are of different
heights

32”/42” 21/2 x 10 x 1” ECPL.3242 �� 1#

32”/48” 21/2 x 16 x 1” ECPL.3248 �� 1#

32”/54” 21/2 x 22 x 1” ECPL.3254 �� 1#

32”/62” 21/2 x 30 x 1” ECPL.3262 �� 2#

32”/66” 21/2 x 34 x 1” ECPL.3266 �� 2#

32”/72” 21/2 x 40 x 1” ECPL.3272 �� 2#

32”/80” 21/2 x 48 x 1” ECPL.3280 �� 3#

42”/48” 21/2 x 6 x 1” ECPL.4248 �� 1#

42”/54” or 54”/66” 21/2 x 12 x 1” ECPL.4254 �� 1#

42”/62” 21/2 x 20 x 1” ECPL.4262 �� 1#

42”/66” 21/2 x 24 x 1” ECPL.4266 �� 1#

42”/72” 21/2 x 30 x 1” ECPL.4272 �� 2#

42”/80” 21/2 x 38 x 1” ECPL.4280 �� 2#

48”/54” 21/2 x 6 x 1” ECPL.4854 �� 1#

48”/62” 21/2 x 14 x 1” ECPL.4862 �� 1#

48”/66” 21/2 x 18 x 1” ECPL.4866 �� 1#

48”/72” 21/2 x 24 x 1” ECPL.4872 �� 1#

48”/80” 21/2 x 32 x 1” ECPL.4880 �� 2#

54”/62” 21/2 x 8 x 1” ECPL.5462 �� 1#

54”/72” 21/2 x 18 x 1” ECPL.5472 �� 1#

54”/80” 21/2 x 26 x 1” ECPL.5480 �� 1#

62”/66” 21/2 x 4 x 1” ECPL.6266 �� 1#

62”/72” 21/2 x 10 x 1” ECPL.6272 �� 1#

62”/80” 21/2 x 18 x 1” ECPL.6280 �� 1#

66”/72” 21/2 x 6 x 1” ECPL.6672 �� 1#

66”/80” 21/2 x 14 x 1” ECPL.6680 �� 1#

72”/80” 21/2 x 8 x 1” ECPL.7280 �� 1#

HRDPT
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System 3000® Panel Accessories
Caps

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped assembled freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing

$        6

8

9

11

14

16

17

4

8

9

9

11

16

4

8

9

9

14

5

9

11

3

6

9

4

8

5
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System 3000® Panel Accessories
Door

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Ç Select surface finish.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.  Surface finish offerings are based
on edge style selections.

FINISH INFORMATION

Additional Laminate Offering
Additional laminates beyond KI standard
offering, are available with two weeks
extended leadtime. To specify additional lam-
inates, use these designators followed by the
supplier’s color/pattern code:

Formica -  LF/supplier’s color pattern code
Nevamar - LN/supplier’s color pattern code
Wilsonart - LW/supplier’s color pattern code

KI’s standard finish is the supplier’s recom-
mended finish for that color/pattern.
Note: Nonstandard laminates from these
suppliers (example: textured laminates),
require an upcharge and additional leadtime.
Contact KI.

Approx.
Packaged
WeightMODEL

Panel
Width

CLEAR OPENING W x
H

Basic
Model

Trim
Color

Surface
Finish

MODEL NUMBER

|
Å

|
ú

|
Ç

Door
• Provides visual and acoustical privacy
• For use in conjunction with 80” panels
• Laminate surface on door
• Locking and non-locking options
• See Specifications Section for applications

36”   Right handed    Locking 281/2 x 771/2” DRR36L �� ��� 40#

36”   Right handed    Non-Locking 281/2 x 771/2” DRR36N �� ��� 40#

36”   Left handed      Locking 281/2 x 771/2” DRL36L �� ��� 40#

36”   Left handed      Non-Locking 281/2 x 771/2” DRL36N �� ��� 40#

42”   Right handed    Locking 341/2 x 771/2” DRR42L �� ��� 40#

42”   Right handed    Non-Locking 341/2 x 771/2” DRR42N �� ��� 40#

42”   Left handed      Locking 341/2 x 771/2” DRL42L �� ��� 40#

42”   Left handed      Non-Locking 341/2 x 771/2” DRL42N �� ��� 40#
DOOR
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System 3000® Panel Accessories
Door

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped k.d. freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #85.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing

$  1593

1593

1593

1593

1781

1781

1781

1781
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System 3000® Panel Accessories
Accessories

HOW TO ORDER

Indicate the following information on order
form:
1. Quantity of each item.
2. Model number, including options.  See

“How To Build a Model Number”.
3. Any special service required.

Note:•The � indicates that a choice is
required.

•The absence of the � indicates that no
choice is required.

HOW TO BUILD A MODEL NUMBER

Å Select basic model.

ú Select trim color.
Refer to color addendum at ki.com or in
KI Price List or KI Fabrics & Finishes
binder.

Approx.
Packaged
WeightMODEL W x H

Basic
Model

Trim
Color

MODEL NUMBER

|
Å

|
ú

Panel Center Mount
• Provides for the attachment of an acousti-

cal panel at a 90° angle along the face of
another acoustical panel to form a “T” con-
figuration

• Panels must be the same height
• Is not capable of passing power from

panel-to-panel

21/2 x 32” PCM32 1#

21/2 x 42” PCM42 1#

21/2 x 48” PCM48 1#

21/2 x 54” PCM54 1#

21/2 x 62” PCM62 1#

21/2 x 66” PCM66 1#

21/2 x 72” PCM72 1#

21/2 x 80” PCM80 1#

HRDPT

Coat Hooks/Picture Hanger
• Attaches under the top cap of the panel to

support coat hanger or hang picture

3/4” CH �� 1#

HRDPT

Door Threshold
• Provides extra stability for attaching panels

in a continous run
• Available in door widths only
• Extruded aluminum door threshold with

rubber seal strip
• Attaches to bottom of door frame

36” DRTH36 �� 1#

42” DRTH42 �� 2#

HRDPT
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System 3000® Panel Accessories
Accessories

SPECIAL SERVICES

Special Carton Marking

With specially marked information N/C

Shipping
Shipped k.d. freight prepaid f.o.b.
Manitowoc, Wisconsin 54220 factory.
Freight class #70.

Specifications and prices are subject to change
without prior notice.

Delivered Pricing

$      14

17

19

22

24

25

27

30

$        1

$      46

55
































































































































































































































































































